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PROVIDING A INTERNAL BUS IN THE MOBILE 
PHONE 
301 



PROVIDING A PERIPHERAL HUB HAVING AN INPUT 
AND AT LEAST ONE OUTPUT 
302 



OPERATIVELY CONNECTING THE INTERNAL BUS 
TO THE INPUT OF THE PERIPHERAL HUB 
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PROVIDING ONE OR MORE I/O INTERFACE DEVICE 
CONTROLLERS IN THE PERIPERAL HUB 
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PROVIDING STORAGE AND MEANS TO INSTALL 
DRIVERS FOR THE PERIPHERAL DEVICES 
CONNECTED TO THE PERIPHERAL HUB 
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OPERATIVELY CONNECTING AT LEAST ONE 
PERIPHERAL DEVICE TO THE AT LEAST ONE 
OUTPUT OF THE PERIPHERAL HUB 
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INTERWORK WITH THE INTERNAL BUS OF 
THE MOBILE PHONE TO EXCHANGE DATA 
AND CONTROL INFORMATION WITH THE 
MOBILE CPU I.E. INTERFACE DEVICE 
CONTROLLERS INSIDE THE PERIPHERAL HUB 
TO THE MOBILE CPU 
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DIRECT CONTROL AND DATA FROM THE 
INTERNAL BUS TO THE MOBILE PHONE TO 
THE CORRESPONDING INTERFACE DEVICE 
CONTROLLER 
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FIG. 3 



